PCB-test Scherpe punttestsonde SF-PA100-B
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®  Recommended minimum center(it/INul ) :
2.54mm(.1000 " )
Mounting hole size (HiFLIL 1)

JEFEH: 1.70mm(.0670 " )

AL BERELFAENT: 1.75mm(.0689 ")
Full travel ((782): 6.40(.2520 ")
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Recommended minimum center(i /i) :
2.54mm(.1000 ")
Mounting hole size(HifLR )

FESEH: 1.70mm(.0670 ")
WKL, BERELFAER: 1.75mm(.0689 ")
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= Spring force(#HEES): 200g ? K r;[:]'f;\ a"dém'd\:f;::iﬂm%m:

W Materials and finishes(bPRH i) - SF-R100-WWHLEE (T) Connectioins(H4TER):
Plunger:Be Cu.Rh plated; SK4.Rh plated e Crimp: R100-VCR2.5,R100-CR

Barrel:Brass,Gold plated
Spring:Stainless steel

m  Currentration(HiE HLifD): 3A(LHE)

m  Contact resistance (il ) : 50m O (ZERKI)
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Solder cup: R100-VSC2.5, R100-SC

Wire wrap: R100-VW2.5,R100-WW,

RI00-WW(IUF2.5) ,R100-WWRLIF)

Terminal: R100-VW2.5(T),R100-WWILF2.5(T),
R100-WWILIF5.0(T).R100-WWILIR(T)
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1. we hebben 30 jaar ervaring in sonde pin en hebben onszelf fabriek.
2. we bieden gratis monster en hebben een testafdeling.

3. we kunnen producten vervaardigen als uw verzoek.

4. wij garanderen de beste prijs en goede service.



Spring loaded pin (single) for PCB, ICT, FCT testing etc;
Pogo pin (connector) to establish connection between two
printed circuit boards for charging, locating, Battery, Semic
onductor & Interconnect applications;

Double ended probe for BGA and Semiconductor testing;
Universal pin without spring, coating pin, LM pin with QZ a
nd VZ series;

High current probe, Switch probe, Capacitance needle;
Terminal & receptacle /socket;

Other related electronic components, 30# OK wire, Jig loc

ks, POM, Iron hinge etc

Controle van testapparatuu



Spring exhausted tester

DC power supply

Current resistance tester

Spring tester







